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Spécifications

Domaines d'application appropriés

Façades et treillis

Ventilation

Pare-soleil

S.A. PcP. Belgium N.V.

Rue de Remouchamps, 34D B-4141 LOUVEIGNE

(+32) 4 360 94 50

vente@pcp-corp.be

Caillebotis Type
Pressé-Soudé Sur
Mesure
Acier Corten

PcP propose des caillebotis à mailles type pressé-soudé
en acier  Corten, communément appelé acier résistant
aux intempéries. Ce type d'acier donne un aspect rouillé à
la surface du caillebotis. Cet acier est couramment utilisé
dans les applications où l'on demande une esthétique
industrielle ou rustique. Notre personnel expérimenté se
fera un plaisir de discuter plus en détail de vos besoins
individuels afin de vous fournir la meilleure  spécification
correspondant à votre demande en termes de type de
mailles et de section de barres portantes.

https://www.pcp-corp.com/umbraco/WebsiteApi/RedirectToPage/redirecttonodeid?pageId=3264&culture=fr-BE&gtm=utm_source=data-sheet%257Cutm_medium=text-link%257Cutm_campaign=products
https://www.pcp-corp.com/umbraco/WebsiteApi/RedirectToPage/redirecttonodeid?pageId=3263&culture=fr-BE&gtm=utm_source=data-sheet%257Cutm_medium=text-link%257Cutm_campaign=products
https://www.pcp-corp.com/umbraco/WebsiteApi/RedirectToPage/redirecttonodeid?pageId=3471&culture=fr-BE&gtm=utm_source=data-sheet%257Cutm_medium=text-link%257Cutm_campaign=products


Projets en vedette
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