
R12 = 35° > lutning > 27° enligt DIN 51130

42 - 55 %

48 x 14 mm

ellipse 48 x 14 mm

60 x 26 mm

15 mm enligt EN ISO 14122-2
20 mm enligt EN ISO 14122-2
35 mm enligt EN ISO 14122-2
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Specifikationer

Halksäkerhet 

Luftgenomsläpp 

Uppressade hål 

Dräneringshål 

C-C avstånd 

Kulkrav 

Lämpliga applikationsområden

Gångvägar och underhållsplattformar

Balkonger

PcP. Sverige AB

J A Gahms gata 6 - 421 31 Västra Frölunda

+(46) 31 53 59 60

forsaljning@pcp-corp.se

Lättdurk US
Aluminium

Lättdurk US i saltvattenbeständig aluminium
kännetecknas av avlånga, tandade hål, som gör
panelernas överdel mycket stabil. US används där det
ställs höga krav på halkskydd och dränering - ofta i
marina miljöer, oljeindustrin och på byggplatser. 

https://www.pcp-corp.com/umbraco/WebsiteApi/RedirectToPage/redirecttonodeid?pageId=3259&culture=sv-SE&gtm=utm_source=data-sheet%257Cutm_medium=text-link%257Cutm_campaign=products
https://www.pcp-corp.com/umbraco/WebsiteApi/RedirectToPage/redirecttonodeid?pageId=3265&culture=sv-SE&gtm=utm_source=data-sheet%257Cutm_medium=text-link%257Cutm_campaign=products


Utvalda kundcase

Arbetsplattformar på tippvagn - Tyskland

Tillbehör

Klammer  US

Andra tillgängliga material

Rostfritt stål

https://www.pcp-corp.com/umbraco/WebsiteApi/RedirectToPage/redirecttonodeid?pageId=3363&culture=sv-SE&gtm=utm_source=data-sheet%257Cutm_medium=text-link%257Cutm_campaign=products
https://www.pcp-corp.com/umbraco/WebsiteApi/RedirectToPage/redirecttoproduct?productId=C500194200&culture=sv-SE&gtm=utm_source=data-sheet%257Cutm_medium=text-link%257Cutm_campaign=products
https://www.pcp-corp.com/umbraco/WebsiteApi/RedirectToPage/redirecttoproduct?productId=F960144100&culture=sv-SE&gtm=utm_source=data-sheet%257Cutm_medium=text-link%257Cutm_campaign=products
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