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Specifikationer

Lämpliga applikationsområden

Raka trappor

PcP. Sverige AB

J A Gahms gata 6 - 421 31 Västra Frölunda

+(46) 31 53 59 60

forsaljning@pcp-corp.se

Ändstycke
Stål 240 YP

https://www.pcp-corp.com/umbraco/WebsiteApi/RedirectToPage/redirecttonodeid?pageId=3262&culture=sv-SE&gtm=utm_source=data-sheet%257Cutm_medium=text-link%257Cutm_campaign=products


Utvalda kundcase

Underhållsplattformar och trappor - Air BP jet fuel station - Dals Långed, Sverige

Relaterade produkter

Steg panel  Oyster

Standardmått

Bredd
(mm)

Höjd
(mm)

D
(mm)

E
(mm)

F
(mm)

G
(mm)

H
(mm)

K
(mm)

Ytbehandling Artikelnr.

305 70 35 15 13 13 20 180 Obehandlad C201520100

240 70 35 15 13 13 20 120 Obehandlad C201530100

270 70 35 15 13 13 20 150 Obehandlad C201600100

https://www.pcp-corp.com/umbraco/WebsiteApi/RedirectToPage/redirecttonodeid?pageId=8678&culture=sv-SE&gtm=utm_source=data-sheet%257Cutm_medium=text-link%257Cutm_campaign=products
https://www.pcp-corp.com/umbraco/WebsiteApi/RedirectToPage/redirecttoproduct?productId=C050300100&culture=sv-SE&gtm=utm_source=data-sheet%257Cutm_medium=text-link%257Cutm_campaign=products
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